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Stainless Steel —<
Strap, 34" Typ
See Note
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2" Weatherhead with Insulator

1" Half Coupling —
with Weathertight Plug
See Radial Orientation Detail

Deadend Strandvise
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See Radial Orientation Detail A

(fﬁessenger Cable / A2
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_— Alumimum Wrapping Tape
_~ or Stainless Steel
S Lashing Wire
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| _—Electrical Service Cable

1" Weatherhead
with Insulator

Traffic Signal Cable
\ S
Burndy Clamp (Typ) .
Attach Ground Wire to Field Installed/7
e

Ground Lug on Pole (Typ)

#4 or #6 Awg Solid Bare Copper —
Grounding Conductor (Typ)

Span Wire Pole Clamp (Typ) —— — /

Note:

Strain Pole Attachments

Strap all signal cables to the side of the pole with

3/4" stainless steel straps when the distance between the

spanwire attachment clamp and the weatherheads exceeds 36"
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M6

~3-Bolt Clamp with "J" Hook

//*Pole Band

Either 0.05" X 0.30 Aluminum
Ribbon or 0.061" Stainless
Steel Lashing Wire

\
\—Interconnect Cable
on Messenger Cable

Attachment of Cable to
Intermediate Metal Pole

Terminal Compartment
Hand Hole
—Ground Lug

#4 or #6 Awg Solid Bare
~Copper Grounding Conductor

" U Gonduit Elbow

54" Dia Copper Clad
Steel Grounding Electrode
with Exothermic Welding Connection

Metal Pole Grounding Detail

Construction Details — Strain Poles

750 N.Greenfleld Pkwy.Garner,NC 27529 | PREPARED BY:

—
Prepared In the Offlces of SEAL

Construction Details
Strain Poles

PLAN DATE: AUGUST 2013

N. BITTING

{Review 8t:  C.F. ANDREWS
[revieweo v:  D.C. SARKAR

1y, A
SCALE REVISIONS INIT. DATE Ty

0 NA

SIGNATURE

NONE | SIG. INVENTORY NO.




